
Chain & Wire rope LubriCant

�Increases�chain�&�wire�rope�life

�Penetrates�to�the�core�of��
wire�rope

Moly-fortified�lubricant

�Performs�under�severe�loads�&��
in�extreme�temperatures

�Provides�maximum�lubrication�&�
corrosion�protection

�Use�with�guards�in�place�to��
eliminate�costly�downtime

�Reduces�wear�caused�by��
friction�&�corrosion
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Features

Bushings

Cables

Chains

•

•

•

Cranes

Cutting�tools

Drag�lines
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•

•

Drives

Forklifts

Pins
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•
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Pulleys

Rollers

Saws
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•
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Sprockets

Wire�ropes
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•

applications

Appearance/Physical�State:�
� Liquid�

Color:
� Gray/Black

Evaporation�Rate:
� <1

Odor:
� Mild�Alcohol

Temperature�Range:
� 0°F�–�300°F�(�-18°C�–�149°C)

Specific�Gravity�(water=1):
� 0.750

Vapor�Density�(air=1):
� Approx.�3.0

Volatility:
� 95%

properties

Chainmate 
®

Net�Fill� Part�No.
� 11�oz.�(312�grams)�aerosol� 02416

package

MATERIAL�SAFETy�DATA�ShEETS�AVAILABLE�UPON�REqUEST�OR�VISIT�OUR�WEB�SITE�:�WWW.LPSLABS.COM
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